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System Overview 

Body-worn cameras should be kept in a safe when 

not being used to ensure that these important sur-

veillance devices are not lost. The wide range of dock-

ing stations by CP PLUS is compatible with different 

models and it just does not keep the body-worn cam-

eras safe but also charges their battery and uploads 

their data onto the server. 

Functions 

Efficient Upload  

This docking station allows an automatic or manual up-

load of the data from the body-worn cameras onto the 

server quite effectively without using unnecessary time. 

The data can also be uploaded automatically when the 

timing is predetermined. 

CP-EDS-Y16 
16 Ports Docking Station with Screen 

 

• 19 inches touch screen with resolution of 1280 x 1024. 

• Support 16 channel camera for backup and recharge. 

• Priority exporting channel supported. 

• Support Ethernet port for network function.  

• Fast data export and battery recharge. 

• Local search and playback supported 

• RAID5 protection level supported.  

• Support upload data to the center automatically. 

• Support different user authority access.  
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Quick Export & Charge  

This docking station has been designed to enable a direct ex-

port of the files and data from the body-worn camera to the 

local PC. This docking station also supports simultaneous back-

up and charge. 

Increased Compatibility  

As there are many types of body-worn cameras, the major  

hurdle until now in effective surveillance used to be that one 

docking station was unable to support all kinds.  Focusing on 

improving surveillance practice, this docking station is  

compatible with many different models of body-worn cameras. 

Functions 

Easier to Use  

This docking station has been designed to support intelligent 

search as well as playback and copy. It also automatically de-

letes the files that have been exported to the PC and also sup-

ports device password modification. 

RAID5 

RAID 5 is a unique version of RAID that used something called 

the RAID parity. This technique uses parity information or  

bonus data to calculate any lost information. This ingrained 

feature in this docking station enables support for data loss. 
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About CP PLUS 

The brand that is on its way to lead the world when it comes to the security and surveillance industry, CP PLUS, keeps 

bombarding the market with the most reliable range of products that have been designed carefully and methodically to 

automate the whole surveillance and security process, no matter how big your premises are. 

It was the initiative to help the public in the area where they are the most vulnerable and to empower the sense of safety 

in our hearts that had conceptualized CP PLUS. And embarking on its mission to make the world a safer and more secure 

place has taken the brand's journey to unprecedented levels even when compared to international competitors.  
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Feature  Specification 

Screen   19 inch touch screen, resolution 1280 x 1024  

Memory   4GB, up to 64GB  

Operating System  Windows7, 8,10  (64 bit)  

Storage   Support 6 disks (2/4/6/8/10TB optional)  

Data Interface   16 channel  (USB connection)  

Automatically Backup  
 When BWC connect to the terminal, it will backup all the video, audio, pictures and log file 

automatically.   

Priority Backup  
 The terminal has one priority backup channel; it will back up the data from this interface  

firstly.  

Storage Empty   The terminal will empty all the data in the BWC when the backup finished. 

Status Display  
 During the backup progress, it can display the device id, name, group, storage space, backup 

status and so on. 

Auto-archiving  

 When all the data finished backup, the terminal will archive and classify all the data based on 

recording date/time, device number, username, group name, video type, and video size and 

so on.  

User Pairing  
 When the BWC paired with one user, the terminal can read the data from this BWC  

automatically. 

Remark File  
 The authorized user can login the software to make a mark or description for any of the file 

that he has the authority. 

Data Search  

 The authorized people can login the software to search any files based on recording date/

time, uploaded date/time, unit number, officer number, officer name, group name, file type, 

data level, remark info and so on.  

Playback  
 The authorized people can login the software to playback any video he have searched, and it 

support playback full screen, forward and back, pause and so on.  
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Feature  Specification 

Data overwrite  
 The system will overwrite all the unmarked video and old data automatically based on a  

certain time.  

Upload  
 All the video files will upload to the center server automatically  based on the grade and net-

work status. 

Backup  
 The terminal can backup all the data automatically, also, center server can remote backup all 

the file manually  

System log   System will record all operation log of the terminal  

Backup Time  
 

16 channel 16G data can be finished in 70 minutes  

Recharging  
 16 channels BWC can finish recharging in 4 hours and 45 minutes if the unit is OFF, if it’s ON,  

it need about 6 hours.  

Security   Only authorized people can access the terminal to backup data.  

Network   1 RJ45, 100/1000M  

USB   2 USB 2.0  and 2 USB 3.0 ports  

Operating Temperature  -10°C-55°C 

Working Time   7x24 hours continue working  

Self locking Power   With self-locking power cable, which can avoid the accident shutdown  

Working Power   Normal voltage: AC100V—240V~50/60HZ  

Dimensions  500mm x 400mm  x330mm  

Weight  35kg 
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Dimensions (mm/inch) 


